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1, Abstract

Anexperimental implementation of a nanometer
level optical pathlength controller for long baseline
space interferometry is presented. ‘I’he pathlength
compensation system is tested on a large precision
truss structure and thus structural dynamics play
a dominant role in the control system design. The
associated control structure interaction (CSI)prob-
lemand an impedance matching technique to en-
hance structural damping are elaborated. With a
multi-layer approach consisting of structural control
for damping augmentation and optical control for
direct pathlength compensation, the optical path-
length variation is maintained within 6 nanometers
RMS under laboratory ambient disturbances and
within 9 nanometers RMS under severe forced reso-
nant disturbances.

2. Introduction

The next generation of space based astronomical
missions will require long baseline optical interfer-
ometry for higher angular resolution and sensitivity.
Figure 1 shows one possible configuration in which
any two of the six star light collector telescopes form
a long baseline interferometer. The astrometric ac-
curacy of the interferometer improves with longer
baseline. For the instrument to perform its mission
successfully, the variations in the length of the paths
traveled by star light through the pair of collectors
to the detector must be no-more than 15 nanometers
RMS [1]. An additional requirement is to maintain
the wave front tilt of the collected star light within
a few micro-radians RMS [1]. The complexity of
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achieving and maintaining these stringent require-
mentsincreases as collectors are mounted on large
flexible structures, Also a longer baseline usually
implies a more flexible base structure that results
in a more severe interaction of the base dynamics
with the control system. As a result, Control Struc-
ture interaction (CSI) becomes an important issue in
designing the compensation system for optical path-
length control.

In this paper, we present results of structural con-
trol and optical pathlength control experiments with
an optical setup which couples non-collocated struc-
tural motions in the optical path. ‘I'he target mir-
ror and the actuators are placed in a non-collocated
fashion and the traveling Light is allowed to bounce
off two flexible booms on the JPL precision truss
structure (Figure 2). [n this setup, optical control
aone is not sufficient to achieve the required per-
formance level of pathlength variation since lightly
damped non-collocated structural modes at low fre-
guencies are present within the desired controller



bandwidth . The damping of selected structural

mades “is enhanced by implementing a structural
control layer which enables a high bandwidth op-
tical controller for direct pathlength compensation.
The optical controller maintains pathlength varia-
tions within6 nanometers RMS when only the lab-
oratory ambient disturbance is present and within
9 nanometers RMS when a forced disturbance is in-
duced a a dominant resonant freguency.

In earlier experiments performed by O’Neal and
Spanos[2], optical pathlength was effectively con-
trolled to 3 nanometers RMS. The experiments used
an optical configuration that isolated structural mo-
tion from the optical path. The target mirror in the
configuration was placed on a rigid frame which was
unrealistic for an actual space mission. In separate
experiments by the authors [3,4], the target mirror
was placed on a flexible truss structure along with
the compensation system. They observed a large
coupling of structural motion to optical pathlength
and were able to control the variations down to 5
nanometers RMS. In this setup, the target mirror
and the actuators were placed in such a way that
it effectively formed a collocated sensor-actuator
system. All the structural modes were interact-
ing stably with a phase lead controller as expected.
However few localized modes at higher frequencies
caused loss of the collocation which limited the band-
width of the control loops.

3. JPL Phase B Testbed

To address the control structure interaction (CSI)
issue associated with the long basdline interferome-
ter, JPL (Jet Propulsion Laboratory) has developed
a ground test bed facility known as the JPL Phase B
testbed (Figure 2). A detailed description of the
test bed is available in reference [5], The testbed
is an eight foot tall precision truss structure can-
tilevered at the base and has two horizontal truss
booms (called X and Y booms) at the top,

The optical element attached to the X boom of the
testbed represents a optical delay Line for a stellar
interferometer telescope. The optical delay line for
optical pathlength compensation system with laser
light trace to simulate star light is shown in Figure 2.
The delay line is equipped with a primary parabolic
mirror and a secondary plane mirror placed at the
focal point of the primary mirror. The mirror setup
is rigidly encased in an invar trolley suspended from
the structure with soft flexures. The secondary mir-
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rer is".driven relative to the trolley by a reaction
.compensated PZT (piezoelectric) actuator for fine
pathlength adjustment. The trolley is driven by a
voice coil actuator for coarse pathlength compen-
sation. The optical behavior of the setup is more
like aretroreflector with a capability of providing
coarse (millimeter) to very fine (nanometer) path-
length compensation over a wide frequency band-
width. Since the delay line compensation system
and the target retroreflector are installed on differ-
ent truss booms ( Figure 2), the motion of the boom
with the retroreflector causes the loss of actuator-
sensor collocation.

in the pathlength compensation system, Retroreflec-
tor and Plane Mirror Interferornetry are combined
such that the optical alignment is maintained under
translational and rotational motions. This optical
configuration, as compared to retroreflector interfer-
ometry or plane mirror interferometry, is less likely
to losc its alignment due to the structural vibration.
The laser beam passes eight times through the trol-
ley, as compared to two times in retroreflector inter-
ferometry or four times in plane mirror interferome-
try, resulting in an enhanced laser metric resolution.

4.0 Structural Control

Due to the lightly damped truss structure and the
non-collocation of the optical setup, design of a
robust high bandwidth and high authority opti-
cal pathlength compensator is extremely difficult
without enhancing structural damping. The fre-
quency response functions (F RF) of voice coil ac-
tuator to laser pathlength variation is shown in Fig-
ure 4. The FRF with no structural control, rep-
resented by the dashed line, contains a large num-
ber of lightly damped modes and some of which are
non-collocated. It turns out that a low bandwidth
and moderate gain voice coil compensator that can
be designed with reasonable stability margins is not
adequate to achieve the performance level that is re-
quired to keep optical pathlength variations below
15 nanometers RMS.

Four passive Honeywell vistous dampers [6] and four
active members [7,8] are deployed (Figure 3) to en-
hance modal damping and thereby make the struc-
ture quiet. The locations of the active and passive
members are chosen to maximize the energy dissi-
pation of a specific set of modes using the simu-
lated annealing strategy [9]. The stiffness and the
damping coefficient of the passive dampers can not
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response function before and after structura control

be altered. By contrast, these parameters for the
active members can be tuned through simple collo-
cated bridge feedback control [4,10,1 1] or force feed-
back control [12,13] to achieve optimal damping per-
formance. To facilitate this, a load cell to measure
the force exerted at the interface of the active mem-
ber and the remainder of the structure and an eddy
current sensor to measure the extension of the mem-
ber are present in each active member. The actuator
part of these active members is prestressed high volt-
age piezoelectric stacks and is driven by high voltage
power amplifiers, Because of their tunability, the
active members are used to enhance damping of se-
lected higher frequency structural modes. The FRF
of voice coil to the laser pathlength for the damped
structure (Figure 4) and the disturbance transmis-
sion function (Figure 5) from a disturbance shaker
input to the laser pathlength show a significant en-
hancement of damping for structural modes up to
100 Hz. The damping in the major modes has been
increased from fractions of a percent of critica to
more than 5%.

4.1 Impedance Matching for structural damping

The impedance of a mechanica element is defined
by the ratio of extension rate (relative velocity)
of the element to force that caused the exten-
sion. For example, a linear spring with stiffness
K has impedance %, where s is the Laplace vari-
able. Spring impedance is a positive imaginary
guantity over the entire frequency range indicating
that springs are energy conserving elements. A lin-
ear viscous damper with damping coefficient C' has
impedance ¢ which is a positive real quantity over
the entire frequency range indicating that dampers
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arc purely energy dissipative elements.

The concept behind matching the impedance of an
active member to that of the structure is based on
increasing damping for maximum vibrational power
dissipation. It is shown that in order to effect max-
imum rate of energy dissipation through the ac-
tive member, the impedance of the active mem-
ber should be made equal to the complex conju-
gate of the structure’s impedance at the interface
point. Meeting the impedance matching condition
exactly on flexible structures is not practical be-
cause lightly damped structures contain sharp reso-
nances in their impedance functions that are highly
sensitive to perturbations in structural parameters
such as natural frequency. In addition, the com-
plex conjugate of the impedance of a structure is
a non positive-real function that cannot be approxi-
mated over a broad frequency range with stable elec-
trical circuits. Alternatively, if the active member's
impedance is made equal (matched) to the smoothed
average impedance [4,10] of the structure over the
frequency range of interest, an excellent damping
performance is achieved.

Figure 6a and 6b describe a complete force feed-
back control system for enhancing moda damping
by matching the impedance of an embedded active
member to that of the structure. The area en-
closed by the dashed line represents an active mem-
ber (without the feedback) embedded in the struc-
ture where V(s), X(S) and F(s) are respectively the
active member driver voltage, the member relative
extension and the interface force between the mem-
ber and the structure. Z4(s) is the open loop ac-
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Figure 6. Active darnping via Force Feedback

tive member impedance when voltage is held to a
constant bias value. It is essentially a spring with
stiffness K, and impedance

S

K,

Zo(s) (1)
where K, is equal to the sum of the stiffnesses of
the piezoelectric stack and the preload spring in
the member (preload spring is normally much softer
than the stack), The piezo-motor constant, A, is
the ratio of extension X(s) to applied voltage V'(s)
when force F(s) is held to zero. This constant is
equa to the product of the piezoelectric voltage co-
efficient of the material, the length of piezoelectric
stack, the voltage amplifier gain and the ratio of the
stack stiffness to K,. Obviously the value of K.
should be experimentally determined before instal-
lation to enforce the condition of F(s)= O. ‘I’he
plant, defined to be the structure without the active
member with input and output being respectively
the force and the relative extension rate at the in-
terface point with the active member, is represented
by the block containing Z,(s). Where Z,(s) is the
impedance of the plant (ie. the structure without
the active member) and is measured at the interface




peint of the structure and the active member. It is
afunction of the structural property of the struc-
ture and it contains all the modes that are control-
lable/observable from the interface point. /;(s) is a
disturbance force input to the structure. Thestruc-
t uralimpedance Z4($) is measured from the distur-
bance input point to the relative extension rate out-
put point (at the interface of the structure and the
active member) when the active member is physi-
callvremoved. Z4(s) may or may not contain all
modes whose damping are being enhanced and its
explicit determination is not necessary. The feed-
back loop is closed through the compensator block
I {s) and the loop transmission from point 1 to point
2 is the inverse of impedance Z.(s) that appears of
the active member from the interface point and is de-
picted in Figure 6b. Here Z.(s) is the active member
impedance when the feedback loop is closed through
the block H (s), and the active member impedance
is Zo(s) when the loop is open. It is important to
note that Z.(s) and 2.(s) are the properties of the
active member without the structure and likewise
Z,(s) and Z4(s) are the properties of the structure
without the active member.
Active member’s extension rate is related to applied
voltage, active member open loop impedance and
interface force at boundary by the following relation

i(s)
or, F(s) = zi{s)

The extension rate expression is a superposition of
two components: the first component is due to ap-
plied voltage V(S) and the latter one is due to the
presence of interface force F(s). Equation 3 that
characterizes the active member is represented in-
side the box labelled ‘Active Member’ in Figure 6a

V(s)K.s + F(s8)Z(s) (2)
- Ky, K. V(s) (3)

Relative extension rate of the structure at the in-
terface with the active member due to disturbance
force 1:(s) is given by the following relation

i(s) = Za(s)Fa(s) - Z.,(s)F(s) (4)

The first component of Equation 4 is the exten-
sion rate that the structure would exhibit at the
interface point if no active member is present (ie.
1'(s) = O) and the second one incorporates the ef-
fect of non zero interface force due to the presence of
the active member. The interface force F(s) devel-
ops due to the fact that the structure is interfaced
with an active member with impedance Z.(s) (or

Zo(s)when the feedback loop is open) and thestruc-
ture is disturbed by the disturbance force #,(s)(sce
Fig. 6a). The negative sign in the eguation is neces-
sary to satisfy the compatibility condition while the
impedances are consistent with the earlier definition.

Let X(s)and }'(s) be the closed loop extension rate
and force respectively due to the disturbance force
Fy(s), then the closed loop active member must sat-
isfy the following condition

Z:(s) = ('% {3)
or, I'(s)= 7’\(-3—) (6)

solution of Equations 4 and 6 yield the rela
tive extension rate and the interface force as ex-
plicit functions of the structural and active mem-
ber impedances and the disturbance force as shown
below

73)
(Z:(5) + Z:(s)1
F(s) = WZ’(S) Z4(s)Fa(s) (8)

X(s) = Za(8)Fy(s) (

-J
~—

We assume that the disturbance force fa(t (Laplace
transform of f4(t) is equal to Fy(s)) can be repre-
sented by the following finite series

N
fd(t)zzAkej“’“ + c.c. (9)
k=1

where cc. and j represent the complex conjugate
part and /-1 respectively. Equation 7, 8 and 9 may
be used to derive an expression for the steady state
active member power dissipation F(t) which is the
product of the steady state extension rate, z,,(t),
and the steady state interface force, f,,(t),

P(t) = z,(1) . fu(t)

Ze(Jjwy) 7 A, el wnt
(EZ Goe) + ZuGan) 200
N

1
) (n:l Zc(jwn) + Zs(jwn).
Za(jwn)Ane ™ + c.c.) (lo)

+ Cc.

When expanded, the product on the right hand side
of the Equation 10 contains time varying and non-
time varying components, The time varying com-
ponent which is oscillatory represents the conserva-
tive parts of the power ie. equal amount of energy is



withdrawn from arid then put back into the struc-
.ture by the active member.As a result, it does not
contribute to net energy dissipation. On the other
hand the non-time varying parts being positive real
(a constraint on Z.(s) is imposed later) represent
the purely dissipative part of the power, Fu., and is
given by

» B i: 3 Zc(_jwk) .
diss Py 'M:(_“jka)-kzs(“jwk)
!

Lo(Jwi) + Z(Jwi)

— | Za{Jwi ) Ar | + Cc.

(11)

Since we intend to modify Z.(s)to effect maximum
power dissipation, the variation of Py,, with respect
to Z.(jwi) for @l k=12, .. N must vanish ie.

61):11'33 =0 (12)

As Z (Jwr) and in-turn 6Z.(jwi) for all & =
1,2,... N are independent, Equation 12 reduces to

0Pdisa
-0 (13)
ORe[Z.(jwy )]
P 138
: (14)

dIm[Z.(jw)] ~

for al & =12,..N. Substitution of Equation 11
into Equation 13 and 14 and the subsequent solution
yield

Re[Z.(jwe))] = *Re[Z,(jwi))] (15)
Im(Z.(jwe))] = =Im[Z, (jwr))] (16)

forallk = 1,2,,., N. The stipulation that the power
be dissipative requires that the expression with pos-
itive sign in Equation 15 be chosen which leads to

Re[Z.(jwi)] = Re(Z,(jws)] (17)

forall k =1,2,...,N. Equation 16 and 17 establish
the fact that the active member impedance be equal
to the complex conjugate of the structure’'s at fre-
guencies where maximum-energy dissipation rate is
desired. When multiple active members are present
in the structure Equation 11 should be modified to
include the effect of all active members before the
necessary condition (Equation 12) is imposed,

L.2 borce Feedback for Impedance Matching

In IOIcelgodback of structural control, the con-
troller H(s) is usualy a pure integrator with acon-
stant gain Ky

I(s) = !\—’
s

(1s)

Hence, tile input voltage to the active member has
the following form

v(s) = {19)

Substitution of Equation 19 into Equation 2 vields

-(8) = F R P Zo(s)
= F(8)[K.K; + Zo(s)] (20
Z.(s) = % = KK, + Zp(s) (21

Equation 1 is substituted into the equation above
which yields
Z.(s) = KiK. + (22)
]\a
FEquation 22 shows that the closed loop active nem-
ber, as it appears to the structure, is equivalent to
a seri% combination (Figure 7) of a damper and a

dtiffness of K, respectively. The problem with this
configuration is that it possesses no static stiffness
and will accommodate undesirable permanent de-
formation. Also implementation of a pure integra-
or is practically impossible as presence of nonzero
bias/drift of the force measuring load cell will cause
saturation of the integrator and the active member.
However, the stiffness of the member at and near
DC can easily be improved by adding a 1st order
high pass filter to the compensator, In our exper-
iment a high pass filter with corner frequency at 1
Hz (wy = 6.28 rads/see) is provided for the load cell
of each active member. The resulting H(s) is a 1st
order low pass filter with a pole at —wo
K/ S K;

H(s) = 8 stwp s+wo
The closed loop active member behavior is modified
to an elastically coupled damper as depicted in Fig-
ure 8 and its impedance is given by

(23)

1 + s
_t + .’l:_%_L K.
K. K; 8

Z.(s)= (24)
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The dtiffness of the spring parallel to the damper is
7k, This modification is necessary to recover the
static shape of the structure under no-load condition
and to avoid saturation of the integrator and the ac-
tive member. Finally, an approximate impedance
match is obtained by adjusting the value of A’.
Also, one has the option of modifying the value of
wo to improve the match.

The question arises of how the presence of one or
multiple closed loop active members in a structure
affects stability. Due to the fact that a closed
loop active member appears to the structure as
Z.(s)which emulates a (elastically coupled) passive
damper since Re[Z.(jw)] > 0 for w > 0 as shown
in Figure 9 (recall that a damper has positive real
impedance), presence of one or multiple active mem-
bers in a structure increase structural damping and
do not cause instability in the structure. Coupled
with this is the fact that the sensor and actuator of
the active member are collocated, and therefore the
stability of the system is robust.

The structural impedance Z,(s) is determined by ex-
citing the structure with the active member, and
measuring (the negative of) the ratio of the veloc-
ity across the active member to the force exerted
at the interface. The impedance 2.(s) of the active
member without feedback is obtained by exciting the
structure with a shaker attached to the structure,
and measuring the ratio of velocity to the force at
the interface,

No effort has been made to optimize the impedances
of the four active members simultaneously. The
impedances are optimized in a successive manner ie.
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Figure 9: Plot of Z.(jw),w >0

one after another. However with this suboptimal
approach, we have achieved an excellent damping
performance.

5. Optica Comroll

The optical control (or optical delay line control) for
direct optical pathlength compensation is designed
to provide coarse (millimeter) to very fine (hanome-
ter) pathlength compensation over a wide frequency
bandwidth. The coarse and fine compensations are
provided respectively by the voice coil and the PZT
actuators in the delay line. The delay line is de-
scribed in more detail in section 3.

The architecture of this two input (voice coil and
PZT) and one output (pathlength) control system is
shown in figure 10, Use of a similar architecture in
pathlength control experiments has been reported in
references [2-4,14]. G,(s)and G2(s) are the transfer
functions respectively from PZT and voice coil to
pathlength, and K (s) and K,(s) are the compen-
sators respectively for the PZT and the voice coil
actuators. Note that the output of the PZTcon-
troller ( A'\(s)) drives both the PZT actuator and the
voice coil controller (K2(s)). The open loop transfer
function for the system with the given architecture
is

L = K\(Gi+ K1Gs) (25)

‘I"he objective is to design the two compensators
K (s) and K2(8) such that the closed loop system
is stable with adequate gain and phase margins, and
the total loop gain |L{jw)| is large over the largest
achievable bandwidth since the disturbance rejection
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is proportional to || when |L] is large. The follow-
ing properties are observed from Equation 25:

I,z]"lKgGg when !1\"26'2[ > \Gl' (26
L =~ I(l Gl when I](QG’QI < |G1| ( 27

At low frequency where the voice coil loop gain is
large, the total loop gain is equal to the product of
the voice coil loop and the PZT compensator gains.
At high frequency, the total loop gain approaches the
PZT loop gain as the voice coil loop gain approaches
zero. As a result, at low frequencies where the path-
length variation is normally large, the voice coil for-
ward loop (K2(s)G2(s)) being dominant prevents the
limited stroke length PZT actuator from saturation.
At high frequencies where the pathlength variation is
smaller, the PZT forward loop (K(s)G:(s)) is dom-
inant and relieves the limited frequency bandwidth
voice coil.

Bode’s classical control design methods [15] are used
to design compensators K(s) and K,(s) to shape
the open loop system in the frequency domain. This
design methodology does not require an explicit
parametric model of the plant but rather uses the
measured frequency response functions to synthe-
size the compensators, The two controllers hav-
ing authorities at two different frequency ranges are
blended smoothly along the whole frequency range
of interest.

Controllers are designed one loop at a time. The
voice coil controller is designed to stabilize the sys
tem assuming that it is driven by the pathlength
measurement and the the PZT actuator is discon-
nected. The controller is an 8th order filter includ-
ing a 2nd order lead filter to provide adequate phase
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Figure 11: Bode plot of optical control

margin at the cross-over frequency (approximately,
35 Hz) followed by seven 2nd order notch filters (-3
dB) to provide additional gain margin over 7 loca
modes at the high frequencies.

The controller for the PZT consists of a first order
lag filter and a second order low pass filter. The
lag filter provides a high gain at low frequency for
good disturbance rejection and the low-pass filter
provides at high frequency a -20 dB/Dec steep gain
roll off with an adequate phase margin for stable
control structure interactions, The PZT control loop
bandwidth is limited to approximately 500 Iz due
to high frequency noise and digital implementation
delay, The Bode plot of the optical control loop gain
is shown in figure 11,

Both control laws are discretized using pole-zero
mapping with zero padding. The effects of time de-
lays due to the computer implementation and the
zero order hold are incorporated in determining the
actual phase margin, The low bandwidth voice coil
controller and the, high bandwidth PZT controller
are implemented at 2,000 Hz and 10,000 Hz respec-
tively,



6. Experiment

, The PZ'T controller £, and the voice coil controller
L', are implemented respectively in V3E/50M 1z
and V315/20MHz single board computers (SBC)
with a VM E bus interface. A third V30/25MHz
single board computer is employed to synchronize
the control activity and store the time data for later
analysis. All programs are written in (* language
and utilize VxWorks routines for timing the control
loops.

A Tektronix 2630 network analyzer is used to de-
rive al the frequency response functions (}FREI). A
combination of band limited white noise and sine
swept inputs are used to generate the FRFs with
high coherence levels. The PZT actuator to the
pathlength FRF is fairly unaffected by the flexibil-
ity of the structure because the mass of the primary
mirror on the PZT actuator is small and the PZT ac-
tuator is reaction compensated. The compensation
is achieved by installing another PZT actuator react-
ing equally in the opposite direction of the control
PZT actuator, The phase of the FRF has a nega-
tive slope equivalent to -70 us pure time delay, while
the magnitude is relatively constant. This delay is
found mainly due to the time needed to transfer of
data from the laser metric system to the analyzer.

The voice ‘coil to the pathlength FRF (Figure 1)
without structural control is significantly affected
by the structural flexibility. The dominant peak at
0.7 Hz (not shown in the figure) is due to the flex-
ure that attaches the trolley to the truss. All other
peaks in the FRF correspond to structural modes of
the truss. At 80 Hz the phase drops rapidly while
modal density and plant uncertainty increases con-
siderably. Thisleads us to limit the voice coil loop
bandwidth to a frequency lower than 80 Hz. The
non-collated modes severely limits the bandwidth
of the voice coil controller which, along with the
PZT controller, is unable to maintain the pathlength
within the prescribed variation. As mentioned be-
fore 4 passive and 4 active dampers are deployed to
damp out these modes amd the final voice coil con-
troller with large bandwidth and adequate stability
margin is designed.

The first experiment is carried out to determine the
disturbance transmission from a disturbance shaker
attached at the mid bay area of the truss. The
dashed line in Figure 12 illustrates the disturbance
transmission function from the shaker to pathlength
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Figure 13: Optical pathlength variation due to res-
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when no structural control (no damping enhance-
ment ) and no optical control are present. One can
casily see the very lightly damped structural reso-
nances in the pathlength output. The solid line in
the figure is the transmission function when both
structural and optical controls are deployed. The
disturbance rejection is very dramatic ranging from
-80dB at the low frequencies to -30 dB at 100 Hz.
The bandwidth of the controller is experimentally
determined to be approximately 500 Hz.

Two additional closed loop experiments are carried
out - the first one demonstrates rejection of the am-
bient laboratory disturbances and the second one
demonstrates rejection of a forced resonant distur-
bance (at 7,3 Hz) induced by the disturbance shaker,
In both experiments, after recording open loop path-
length histories for five seconds the control loops are
closed and the closed loop pathlength histories are
recorded for an additional five seconds. The open
loop pathlength variation due to the laboratory am-
bient disturbance has been reduced to 6 nanometer
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RMSfrom 1.3 micrometer RMS a disturbance re-
jection of -47dB. A spectral analysis of the open and

‘ closed loop data indicates that the achieved band-
width is approximately 450 Hz and a large part of
the closed loop pathlength error is dueto the noise
at frequencies beyond the controller bandwidth. Fig-
ure 13 illustrates the resonant response experiment.
The first five seconds of the response are dominated
by the 7.3 Hz resonant disturbance input to the
structure. The closed loop response is down to 8.5
nanometers from 5.6 micrometers - a rejection of -57
dB.

7. Conclusion

We have successfully designed and implemented
structural and optical pathlength control systems
for flexible testbed structures to be used for future
space missions in optical interferometry. The two
layer control (structural control and optical control)
designs have been carried out in the classica fre-
guency domain by directly shaping the measured in-
put/output response functions. The structural con-
trol which enhances structural damping has enabled
the high bandwidth optical pathlength control for
improved performance. The impedance matching
technique has been used successfully to increase the
modal clamping in an optimal fashion. In optical
control, to increase the compensation range over a
large bandwidth, a smooth blending of the two con-
trollers (large stroke and small stroke) having au-
thorities at two different frequency ranges has been
implemented, Experiments have been carried out
to determine the disturbance transmission function
and the effective rejection of the laboratory ambi-
ent and shaker induced disturbances. The results so
far supports that nanometer level optical pathlength
control is feasible in space. It should be mentioned
that the optical wave front tilt control has not been
addressed yet and is now a topic of research at J P L.
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